Filtrex

Innovative Wastewater Solutions
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Wastewater Recycling...
the future is in your hands

Filtrex Irrigation

Leach Drain - MK2

1700mm of infiltration area

INSPECTION ——
CAP 150mm

i\"-——-* Optional Filter

=

4mm GALV ROD.
@ 400 CENTRES™

50x50x0.5 GALV
MESH - PLASTIC
COATED DOME.

END CAP/ CAGE DETAIL

The cage is made with 5mm galvanised mesh, 1mm plastic coating
(you canét get stronger than t

FOR COMBINED SYSTEMS, OTHER THAN BLOCKS OF
FLATS OR UNITS WITH MORE THAN 4 BEDROOMS

Soil Classification
Sand Loams or gravels
Number of | Minimum Filtrex Standard Minimum Filtrex Standard
Bedrooms | infiltrative | Leach Drain Cage infiltrative Leach Drain Cage
area (m?) SLD MK2 area (m°) SLD MK2
{No. x length) (No. x length)
2 orless 18.8 2 x 6.3m 28.2 2 x 9.4m
3 254 2 x 8.5m 381 2 x 12.7m
4 27.8 2 % 9.2m 41.5 2 x 13.Bm
5 or more 36.6 2x12.2m b5 2x18.5m

NOTE: The “Filtrex Standard Leach Drain Cage SLD MK2" has an

infiltrative area of approximately 1.5 m? per metre of length. Filtrex Innovative Wastewater Solutions

Ph: (08) 97 260118
Fax: (08) 97 260117
Other Filtrex Products PO Box 5122, Bunbury WA 6231
59 McCombe Road, Bunbury WA 6230
Email: info@filtrex.com.au

We manufacture, supply and install a wide range of )
www.filtrex.com.au

wastewater products to suit your specific needs:
1 Septic Systems — Nutrient (Phosphate) Removal
Systems

i Water Re-use Systems — Split Black & Greywater
Systems Approved by the WA Department of Health
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